
YARN CHARACTERISTICS

TUFT CHARACTERISTICS

Structure.....................................................Curly fibrillated
Composition......................................................Polyethylene
Dtex..............................Dtex............................................7.600
Thickness...............Micron.....................................120
Colour......................Green
Yarn weight...........gr/mq..................................1.575

Pile height..............mm..............................................15
Stitches....................N/sqm...............................58.800
                                 N/10 cm.............................28.00
Filaments................N/mq...............................................
Total weight..........gr/mq..................................2.705
Gauge.........................................................................3/16
Type of production...........................................Tufted

RECOMMENDED INFILL

ROLLS

Sand
Size ............................mm....................................0.3-0.9
Quantity...................kg/m2........................12 ± 10 %
RUBBER
Size ...........................mm.....................................0.0-0.0
Quantity...................kg/m2..............................0.0-0.0
    

Length......................m..........................Up on request
Width........................m......................................4.0 - 2.0
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HOCKEY
The solution designed for hockey, guarantees 
high gaming performance and even rolling of 
the ball. It is woven with a polyethylene yarn 
with high-quality curly yarn structure that 
allows you to create playing surfaces with 
traditional technology on top of sand or with 
the latest solution where the ball flows on a 
layer of water in the synthetic carpet.
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