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Air relief valve

Weatherproof
cylindrical rounded top

Locking ring with
quick-release latch

Mounting holes

Choice of 2” or
2.5” connection

Smart indicative pressure gauge

Easy grip handle

Knee-height rigid tank

large 1.5” water drain

Choice of 2” or
2.5” connection

UV resistant plastic tank
Max operating pressure 50 PSI

Max temperature 40oC (104oF)

A i r  r e l i e f  v a l v eQuick-release lock ringSmart pressure gaugelarge water drain
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Air relief valve

Weatherproof
cylindrical rounded top

Locking ring with
quick-release latch

Mounting holes

Choice of 2” or
2.5” connection

Smart indicative pressure gauge

Easy grip handle

Knee-height rigid tank

large 1.5” water drain

Choice of 2” or
2.5” connection

UV resistant plastic tank
Max operating pressure 50 PSI

Max temperature 40oC (104oF)
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Large flow air relief valve

Cylindrical 
weatherproof rounded top

Choice of 2” or
2.5” connection

Smart indicative pressure gauge

UV resistant plastic tank
Max operating pressure 50 PSI

Max temperature 40oC (104oF)

Detachable easy grip handle

3-in-1 heavy-duty, 
robust clamp kit

Knee-height rigid tank

large 1.5” water drain

Large flow air relief valveDetachable grip handle Smart pressure gaugelarge water drain

Large flow air relief valve

Cylindrical 
weatherproof rounded top

Choice of 2” or
2.5” connection

Smart indicative pressure gauge

UV resistant plastic tank
Max operating pressure 50 PSI

Max temperature 40oC (104oF)

Detachable easy grip handle

3-in-1 heavy-duty, 
robust clamp kit

Knee-height rigid tank

large 1.5” water drain

Large flow air relief valveDetachable grip handle Smart pressure gaugelarge water drain

QUICK-RELEASE 
LOCK RING

AIR RELIEF VALVE

LARGE WATER
DRAIN

SMART PRESSURE
GAUGE

Technical features 
• Locking ring with quick-release latch allows removing 

and installing the top tank quickly

• Large water drain makes fast and easy winterisaton

• Simple cleaning and rinsing the filter element with a garden hose

• 4 x mounting holes

• Easy-grip lid handle

• Indicative pressure gauge tells you when service is due

• Knee-height tank base facilitates easy cartridge replacement

• Galaxy series filter is equipped with:

 - Universal standard of union connection

 - Pressure gauge

 - Cartridge filter element

GALAXY SINGLE-ELEMENT 
CARTRIDGE FILTER
Galaxy Single-Element Cartridge Filter is built with high-strength and UV-resistant material 
to prolong the product life. The compact and low height design is suitable for any pool 
especially with limited system setup space. The extensive dirt-catching capability of the filter 
element makes this filter highly efficient. A reliable choice for crystal clear water.
Big one-piece cartridge element provides a large filtration surface for trapping more dirt and 
debris. Less cleaning required, and unlike sand filters, needs no backwashing thus saving 
water and its precious chemicals.
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Air relief valve

Weatherproof
cylindrical rounded top

Locking ring with
quick-release latch

Mounting holes

Choice of 2” or
2.5” connection

Smart indicative pressure gauge

Easy grip handle

Knee-height rigid tank

large 1.5” water drain

Choice of 2” or
2.5” connection

UV resistant plastic tank
Max operating pressure 50 PSI

Max temperature 40oC (104oF)
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2.5” connection
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Models

PRODUCT CODE FILTER AREA
m2

VALVE
CONNECTIONS

FLOW 
m3/h

HEIGHT (A)
mm PACKING  WEIGHT 

kg
VOLUME

m3

ICF100 9.29 2”/ 2.5” 22.7 825 1 18.3 0.176

ICF150 13.94 2”/ 2.5” 27.3 910 1 19.8 0.195

ICF200 18.58 2”/ 2.5” 27.3 1033 1 22.9 0.223

M
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Your global partner since 1974. Trusted for superior  
quality and exceptional innovations.

AQUA-ME.AEAQUA MIDDLE EAST / POOL, SPA, FOUNTAIN EQUIPMENT & ACCESSORIES

Cartridge Filter Element
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PRODUCT CODE H

mm
G

mm
MICRON

um
FOLD

NUMBER PACKING  WEIGHT 
kg

VOLUME
m3

ICF100-CE Ø267 497  15 137 1 15.7 0.152

ICF150-CE Ø267 590  15 172 1 17.9 0.181

ICF200-CE Ø267 717  15 187 1 22.2 0.216

CARTRIDGE FILTER ELEMENT
POOL FILTRATION
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AQUA S.p.A
42018 San Martino in Rio, Reggio Emilia  
Italy - Via Crotti, 1
P: +39 0522 695805/85 - F +39 0522 646160
aqua@aqua.it | www.aqua.it 

AQUA S.p.A - POOL DIVISION
46043 Castiglione d. Stiviere, Mantova - Italy
P +39 0376 671973 - F +39 0376 940139
infopools@aqua.it | www.aqua.it 

AQUA WATER SYSTEMS LTD 
Unit 135 Oak Drive Hartlebury Trading Estate, 
Worcestershire, DY10 4JB 
P : +44 (0)1299 251050, F : +44 (0)1299 253704 
sales@askaqua.co.uk | www.askaqua.co.uk

AQUA FILTRACION S.A. 
Pol. Ind. Castellbisbal Sud 08755 
Castellbisbal, Barcelona 
P : +34 (0)93 7711855, F : +34 (0)93 7711772 
info@aqua.es | www.aqua.es

AQUA SU ARITIMI SAN. VE MUH. TIC. LTD. STI.
Ferhatpasa Mahallesi Maresal Fevzi Cakmak  
Cad. No:45 Pk.34888 Atasehir / Istanbul - Turkey 
P : +90 216 661 60 60, F: +90 216 661 68 50 
info@aqua.com.tr | www.aqua.com.tr

AQUA MIDDLE EAST FZC
1J-07/4 and 1J-07/3 - Hamriyah Free Zone 
P.O.Box 42585 Sharjah - United Arab Emirates 
P : +971 6 526 0563, F : +971 6 526 0564 
contact@aqua-me.ae 
www.aqua-me.ae

AQUA WATER SYSTEMS INDIA PVT LTD
4A/4B/4C-,Puttappa Industrial Estate 
Mahadevapura Post, White Field Road,  
Bangalore 560 048  
P : 0091 80 4152 1313, F : 0091 80 4152 1414 
contact@aquaindia.in | sales@aquaindia.in 
www.aquaindia.in

AQUA GROUP RUS
Jiuridical Address:  
107014, Egerskaya str, 1, Moscow, Russia 
Residence Address:  
127081, Chermianskaya str, 3, Moscow, Russia 
P : +7 495 6458078, F : +7 495 969 2413 
mail@aqua-italy.ru | www.aqua-italy-ru 
www.aqua.it

AQUA GROUP LLC 
Office : Regus – Sarayat EL Maadi, Egypt 
Management & Warehouse : Plot no 2-2nd service 
axe, 2nd Industrial Zone, October, Egypt 
P: +20 2 3820 2259 | info@aqua.eg

Head Office

Branches


