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POOL FILTRATION 01/25

ZPM - ZETA POTENTIAL
MIXER 30

ZPM stands for Zeta Potential Mixer and is a static mixer for the cavitation of water.
Manufactured in stainless steel 1.4571, the cavitation reactions help to disinfect
water for a lifetime.

Technical features

Upstream of the filter — optimize coagulation and flocculation:

Pressure loss DN 150 - DN 250

The ZPM amplifies the coagulation and flocculation reactions o

for the conversion and precipitation of dissolved components 9

into small particles. The cavitation reactions provide the perfect ¢

mixing and furbulent environment necessary for coagulation using % Z e

APF and NoPhos. The ZPM neutralises the electrical charge (Zeta g s v A1

Potential) on dissolved chemicals and small particles to make % 4 [TH afl [T a
some positively and some negatively charged. The opposite & s ; prs A EEESy i
charges attract and this causes coagulation and flocculation. i AT AT LA

As the electrical potential drops to neutral, the redox oxidation NN annnannniiil
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potential of the water increases by up to 100 mV, effectively
the water is beginning fo disinfect itself without the use of any

—w— ZPM 30007 DN 150 3
~a— ZPM 30008 DN 200-3
chemicals. == ZPM 30009 DN 250-3

Pressure loss DN 32 - DN 65

8

Choose the size of the ZPM according to the pressure loss. Pressure b
loss should be between 1 and 2 mWS (0,1 - 0,2 bar). 7
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Downstream of the filter - mechanical disinfaction:
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The cavitation produce nano-bubbles that disinfect the § : d Dt
water. The higher the pressure loss, the better the disinfection % 35 Ui A A ]
performance. Some pathogens (e.g. Cryptosporidium) as well as z 2; 1 e :, l
biofilm rotected colonies of bacterium floc are extremely resistant ]i g A ,:: =
to chlorine. The ZPM breaks these colonies or floc apart and allows 0: L
chlorine to disinfect the water before it reaches the pool o :ﬂ T T S T S TR R—

Flow rate (m¥h) —e— ZPM 3000 DN 40-3

Choose the size of the ZPM according to the pressure loss. Pressure e e
loss should be between 1 and 5 mWS (0,1 - 0,5 bar) —a— ZPM 3003 DN 50-2

Pressure loss DN 80- DN 125 —%— ZPM 3004 DN 65-3

Pressure loss (mWS)
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Imploding nano-bubbles disinfecting water T
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ow rate (m7h) —a— ZPM 30005 DN 80-3

= ZPM 30006 DN 100-3

e ZPM 30013 DN 125-3
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@ Models

PRODUCT

PRESSURE LOSS m?*/h

LENGTH

WEIGHT | VOLUME

CONNECTIONS

CODE

30000
30001
30002
30003
30004
30005
30006
30013
30007
30008
30009

3
2
3
2
3
3
3
3
3
3
3

mm

1" ET
1R" ET
2" ET
2" ET
2" ET
3" FL
4" FL
5" FL
6" FL
8" FL
10" FL

PACKING kg o
0.75 0.0009
0.75 0.0008
1.2 0.0014

1.2 0.0012

28 0.0023

0.0036

0.0079

0.0259

0.0148

0.0576

0.0956

Your global partner since 1974. Trusted for superior
quality and exceptional innovations.

Head Office

AQUA S.p.A

42018 San Martino in Rio, Reggio Emilia
Italy - Via Crotti, 1

P: +39 0522 695805/85 - F +39 0522 646160
aqua@aqua.it | www.aqua.it

@ Branches

AQUA S.p.A - POOL DIVISION

46043 Castiglione d. Stiviere, Mantova - Italy
P +39 0376 671973 - F +39 0376 940139
infopools@aqua.it | www.aqua.it

INDUSTRIAL GROUP

AQUA WATER SYSTEMS LTD

Unit 135 Oak Drive Hartlebury Trading Estate,
Worcestershire, DY10 4JB

P : +44 (0)1299 251050, F : +44 (0)1299 253704
sales@askaqua.co.uk | www.askaqua.co.uk

AQUA FILTRACION S.A.

Pol. Ind. Castellbisbal Sud 08755
Castellbisbal, Barcelona

P :+34 (0)93 7711855, F : +34 (0)93 7711772
info@aqua.es | www.aqua.es

AQUA SU ARITIMI SAN. VE MUH. TIC. LTD. STI.
Ferhatpasa Mahallesi Maresal Fevzi Cakmak
Cad. No:45 Pk.34888 Atasehir / Istanbul - Turkey
P:+90 216 661 60 60, F: +90 216 661 68 50
info@aqua.com.tr | www.aqua.com.ir

AQUA MIDDLE EAST FZC

1J-07/4 and 1J-07/3 - Hamriyah Free Zone
P.O.Box 42585 Sharjah - United Arab Emirates
P :+971 6 526 0563, F : +971 6 526 0564
contact@aqua-me.ae

www.agqua-me.ae

AQUA WATER SYSTEMS INDIA PVT LTD
4A/4B/4C-,Puttappa Industrial Estate
Mahadevapura Post, White Field Road,
Bangalore 560 048

P :0091 804152 1313, F: 0091 80 4152 1414
contact@aquaindia.in | sales@aquaindia.in
www.aquaindia.in

AQUA MIDDLE EAST / POOL, SPA, FOUNTAIN EQUIPMENT & ACCESSORIES

AQUA GROUP RUS

Jiuridical Address:

107014, Egerskaya str, 1, Moscow, Russia
Residence Address:

127081, Chermianskaya str, 3, Moscow, Russia
P :+7 495 6458078, F : +7 495 969 2413
mail@aqua-italy.ru | www.aqua-italy-ru
www.aqua.it

AQUA GROUP LLC

Office : Regus — Sarayat EL Maadi, Egypt
Management & Warehouse : Plot no 2-2nd service
axe, 2nd Industrial Zone, October, Egypt

P: +20 2 3820 2259 | info@aqua.eg
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